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MARKET FARM EQUIPMENT WARRANTS THEIR MANUFACTURED PRODUCTS TO

BE FREE FROM DEFECTS IN MATERIAT AND WORKMANSHIP FOR A PERIOD OF

oNE (11 VEAR AFTER THE DATE OF PURCHASE TO THE FTRST END USER AND tS

SUBJECT TO THE FOTTOWING CONDITIONS.

1. Damage caused by lmprop€r use, negligence, or operatlon beyond rated
capacity, improper set-up, adjustment, or any unauthorlzed modlflcations
made by the dealer or customer, shallvoid this warranty.

2. Notificatlon of damage or warranty claims must be submltted to Market
Farm Equipment (M.F.E.} wlthln seven (7f days of the date of failure.

3. All defective parts must be made available by the dealer, for inspection by
M.F.E. if required, and returned at the dealer's expense.

4, Allwarranty clalms must be approved by M.F.E.

5. The labour and freight required to replace defective parts is not
relmbursable.

6. Exchange, credit or warranty status will be based on the results of the
lnspectlon of damaged items by the manufacturer.

7, Credit will be lssued lf and when the warranty clalm ls approved and MISI
NOT be deducted from the account by the dealer.

8. Products and/or parts not manufactured by M.F.E. are subject to thelr own
manufacturer's warranty condltlons.

WARRANW CONq,|PERATTON tS ONLY yA.Hp_WHEN THE

WARBANTY REGTSTRATION FORM HAS BEEN RECEIV.Ep -By
MARKET FARM qQUIPMENT.



MARKET FARM EOU IPMENT LIMITED
EXPRESS WARRANTY

Market Farm Equipment Limited warrants against defects in
construction and materials for a period of ONE year. We reserve the
right to inspect and decide whether material or construction was
faulty, or whether abuse or accident voids our guarantee.

This warranty does not cover a component which fails, malfunctions
or is damaged as a result of (l) improper modification or repair, (ll)
accident, abuse or improper use, including loading beyond the
specified maximum weights and requirements (lll) improper or
insufficient maintenance, or (lV) normal wear and tear.

THIS WARRANTY IS EXPRESSLY IN LIEU OF ALL OTHER
WARRANTIES OR CONDITIONS, EXPRESS, IMPLIED OR
STATUTORY, INCLUDING ANY IMPLIED WARRANTY OF
IVIERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.

ln no way shall Market Farm Equipment Limited be liable for special,
direct, incidental or consequential damages of any kind, including but
not limited to labour charges.

The exclusive remedy under this warranty shall be repair or
replacement of the defective component at Market Farm Equipment
Limited's option. This is the entire agreement between Market Farm
Equipment Limited and the owner about warranty. NO M.F.E. Ltd.
employee or dealer is authorized to make additional warranty on
behalf of Market Farm Equipment Limited.

(Fill in the following for future reference)

Serial number

Date of purchase:

Purchased from



MARKET FARM EQUIPMENT LIMITED

7t796A BLUEWATER HIGHWAY, ONTAR|O, CANADA, NoM 1N0
Fax: 519-238-6044 E-mail: mfeltd@execulink.com

Purchaser's warranty protection on this equipment is valid only when this
registration form is completed by the purchaser and returned to Market Farm
Equipment Limited.

Date of purchase:

Type of equipment:

Model number: Serlal number:

PURCHASER,S SIG NATURE INDICATES:

- Acceptance of equipment, fully assembled ( ) unassembled ( )
- Recelpt of operator's manual
- Clear understanding of warranty
- Receipt of instructions on special safety equlpment avallable
- Recelpt of lnstructlons on safe and proper operating procedures

Name:

PURCHASER:

Signature

Mailing Address:

Prov./State: Postal/Zip Code:

Telephone number:

Purchased from:

THIS WARRANTY MUST BE VATIDATED BY THE MANUFACTURER
It ls valld only when a copy of the reglstratlon has been recelved by the manufacturer at address shown.



SAF INFORM TION

o Before using auger READ and UNDERSTAND SAFETy |NSTRUCTIONS.

r After hydraulic lines are connected, run auger empty to ensure the flighting is rotating in the
proper direction. (if ran backwards, damage may occur)

. Auger should be empty when moving or transporting.

' F{ydraulic oil leaking under pressure can cause injury. Make sure all hydraulic connection.s are
tight. Before disconnecting hydraulic lines, relieve pressure.

r Do not adjust, clean or service auger while it is running.

' KeeP all safety shields in place. Replace any safety decals that become lost or darnagecl,
r Do not operate the auger in a manner that it was not intended for.
o When transporting, always keep auger in its lowest position.

HYDRAUTIC SYSTEM OPERATIT{G RESTRICTION]IS

MAX[[M|,,!M F0,OW - n5 G.P.MI. [VIAX0N![,,U! PRESSI.IRE - n750 p.5"[.

MAXIMUM F[-OW AnlD fMAXIMUNI PRESSt RE condltlons Ml,.0S']l hlOT occun slrnultameousily. Damag,e
willoccur and warranty wl[0be void. tlse only %" hydrau[ic l,lose when plum.lhimg. Sma0[en frrose w0[[
create heat that will hurn out the hydnanr[ic nnoton and warnanty w000 he void.

Do not tee lnto hydraulic lift cylimders on p[anters or dnl0ls"

TIGHTEN LOCK
SECURELY

-

rfiEP 1ililos Alt0 cr0llilltB AtllY
rR0it ttt0utt8 PARIS

A DANGER *IMPORTAilT*

*USI I,z''HYDRAUTIC H(l$E WHEI{ PTUMBIIIG.

SMATTER IlIAMETER H(lSE MAY AFFECT

PERFORMAIICE OF AUGER AIIll P(}SSIELY

CAU$E DAMAGE I(l THE M(IT(}R.

*15 
G.P.M. MA)(IMUM HYIIRAUTIC IIIPUT

T(} THIS M(}T(IR.

*RESTBICTIIIG 
THE Ft0W 0R PtUGGlt'lG 0t

AUGER C()UTll RE$UIT III DAMAGT T(l

FTIGHTIIIG.

*DO I{(lT RUiI AUGER IMPTY F(lR I.(IIIG

PERI(}D$ OF TIME AS THIS WItI CAUST

WEAR T0 TUBE & tLlcHTll'lG.

* IMPORTANT*

BEFORE TRANSPORTING



January I,2004

INSTRUCTIONS FOR MO ANTING
PLASTIC FOLDING TRUCK AUGPR

t Locate truck mounting brackets (2) on rear of truck bed so hopper (13) will fit between them nt
door location on tnilgate, drlll holes and rttach using 4 - 3l8tt x I ll4" bolts and nuts.

L Place hopper in position (between mounting brackets) and install UP-12 (16) bent pins. Sccure
with cottcr plns (17).

t Locate ouger hopper inlet (21) so that is goes over flangc rlng on bottom of hopper. Using the
retainer frames (1) and positioned so the spacerc face upwrrds (agalnst the hopper), bolt the hopper
to the augcr uslng 4 - 3/8ft x ltt bolts and nuts.

L, Bolt wlnch to auger (winch bracket is pre - set on eugcr tube) using 2 - 3l8n X 1" boltsn nuts
& flat washers.

f, Mount wlnch cable bracket (12) and backer plate (41) uslng 2 - 3/8n x I U4t' bolts and nuts,
centered near top of tallgate, Thread one end of 8' safety cable (8) through hole in winch cable
bracket and secure with 3/l6rt cablc clamp (28). Loop other end of safety cable to desired length
and secure with 3/16f' cable clamp (28).

6' Attach loop of winch cable (6) to quick tink (42) and attach to hole on winch cable bracket.
Thread cable through pulley (7) mounted on auger with qutck tlnk (42) and down to winch and
attach with wire rope (cable) kecper.

L Fold auger and winch up towarde truck. Mount transport bracket (10) so that support clip is
directly across from the chain link on the auger tle strap. Drill holes. Place backer plate (11) on
inside of tallgate and attach to transport bracket ueing 4 - 3ftn x I 3/4tt bolts & nuts.

& Attach downspout (14) using hose clamp (27B),

9, Install valve handle (23), attach control rope (15) and thread through welded loops on hlnge.

lO Use rubber tarp strap (9) to secure downspout ln transport postion.

lt Use only l/2" hydraulic hose when plumblng.

U" Do not lcad auger by telescopic downspout as it may cause stress on flexible piece.

NOTE: MOUNTING INSTRUCTIONS FoR TRUCK AUGER oN A GRAVITY Box

To mount hopper on gravity box mensure between angle irons of door. Deduct l/2rt from total
measurement. Cut round pipe on top of hopper to meosuremcnt. Use ttltt brackets to mount hopper.
There is a left & right brackct. Round edge goes to outside.



foP DRIVEN AUGERS

PRESSURE LINE IN

RETURN LINE OUT

VALVE IN CLOSED

POSITION

RETURN LINE OUT
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OTTOM DRIVEN AUGERS & CROSS AUGERS





r*
(A,
(1,
tp

!E
w
tx

1*Ns

l+sN
r1

r,

l.t
F<_1*'{

{-r

:*<-B

*tFs l!
IFllttt{
I-lo
lrr
lolr
Itrt-
lz
lo
l+
lalc
lolx
l>Ic
lo
lm
larE

N{

d*\
ilHrt

ts

*tts
00

la
(D

o.+r
N

rlNgr

-|l

:*
Frw

!*N+
FrE

i*
N
Ul

w-

!F
(rr
N

:tt
ll,
H

t
*tH(o

ltN
(1,

*twol"
I

{<-_ltl
ur



TRUCK AUGER PARTS
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6" PLASTIC FOLDING TRUCK AUGER PARTS LIST

REF # PRO CD DESCRPTION
1

2
4
5

b

7

B

I
10
11

12
13
14
15
16
17
18
19
21

21B
22
23
24

26
27
29
30
31

32
33A
338
34A
348
37
39
41

42
43

25

6ee PICTURE FRAME (SET OF 2)
176 TRUCK AUGER HOppER MOUNTTNG BRACKETS (SET OF 2)
1156 W|NCH MOUNT CLAMP BAND ASSEMBLY (W|TH #27)
459 BRAKE WINCH
284 3116" X 14', WTNCH CABLE (NOT SHOWN)
531 2" PULLEY
494 3/16" x I'SAFETY CABLE
601 21'' RUBBER STRAP
939 TRANSPORT BRACKET WITH BACKER PLATE

BACKER PLATE
155 WINCH/SAFETY CABLE BRACKET WITH BACKER PALTE
495 SWIVEL/PFTA HOPPER

148 x 4 6" DOWNSPOUT X 4' LONG
102x22 22'YELLOW CONTROL ROPE
1171 12" X 3/4" BENT PIN

1792 COTTER PIN

578 3/9" PTO PIN

395 6 CUBIC INCH MANIFOLD MOUNT MOTOR
538 6" SWTVEL TNLET TOp (SOLD W|TH 21B AS AN ASSEMBLY)

6" SWIVEL INLET BOTTOM (SOLD W|TH 21 AS AN ASSEMBLY)
543 6" HINGE ASSEMBLY
580 VALVE HANDLE WITH HOLES
1172 6'' TIE BRACKET ASSEMBLY
1578 6'' PFTA MOTOR MOUNT PLATE
613 6" DISCHARGE SPOUT
181 % PLAIN CLAMP BAND

6" BEARING PLATE
1" BEARING C/W LOCK COLLAR
FLANGETTES (2)
BEARING SHAFT - PLASTIC FLIGHTING ONLY
6" pvc TUBE (LOWER) SpECtFy LENGTH
6" pvc TUBE (UppER) SpECtFy LENGTH
6" FL|GHTING (LOWER) SpECtFy LENGTH & TypE OF FLtcHT
6" FLIGHTtNG (UPPER) SPECTFY LENGTH & TypE OF FLtcHT
MAINFOLD MOUNT VALVE
6" DRTVE SET (NOT SHOWN) - FOR PLAST|C FLtcHTtNG ONLY
6'' HOSE CLAMP
3116" QUICK LINK
6" PLASTTC MODULE (NOT SHOWN) FOR PLASTIC FLlcHTtNc

535
585
698
106

193x_
193x_
153x_
153x_

117
753
149
587
397

**ALL NUTS & BOLTS SOLD DEPERATELY**



8'' PLASTIC FOLDING TRUCK AUGER PARTS LIST

REF # PRO CD DESCRPTION
1

2
4
5

6
7
8
I
10
11

12
13
14
15
16
17
1B

19
21

21B
22
23
24
25
26
27
29
30
31

32
33A
338
34A
348
37
39
41

42
43
44

699
176

11568
459

1 565
376
924
601
939

155
495

685x4
102 x22

1171
1792
578
395
745

746
580

11728
1579
928
522
1173
585
698
1075

528x_
528x_
527x_
527x_

117
837
779

5878
743

743G

PTCTURE FRAME (SET OF 2)
TRUCK AUGER HOppER MOUNTTNG BRACKETS (SET OF 2)
wrNcH MoUNT cLAMp BAND ASSEMBLY (W|TH #27)
BRAKE WINCH
1/q" X 14'WINCH CABLE (NOT SHOWN)
21/2" PULLEY
1/q" X8'SAFETY CABLE
21'' RUBBER STRAP
TRANSPORT BRACKET WITH BACKER PLATE
BACKER PLATE
WINCH/SAFETY CABLE BRACKET WITH BACKER PALTE
SWIVEL/PFTA HOPPER
B'' DOWNSPOUT X 4'
22'YELLOW CONTROL ROPE
12" X 3/4" BENT PIN
COTTER PIN

3/8" PTO PIN

6 CUBIC INCH MANIFOLD MOUNT MOTOR
8" SWTVEL TNLET TOp (SOLD W|TH 218 AS AN ASSEMBLY)
8" SWTVEL TNLET BOTTOM (SOLD W|TH 21 AS AN ASSEMBLY)
8'' HINGE ASSEMBLY
VALVE HANDLE WITH HOLES
8'' TIE BRACKET ASSEMBLY
8'' PFTA MOTOR MOUNT PLATE
8" DISCHARGE SPOUT
1/28" PLAIN CLAMP BAND
8" BEARING PLATE
1'' BEARING C/W LOCK COLLAR
FLANGETTES (2)
BEARING SHAFT _ PLASTIC FLIGHTING ONLY
8" pvc TUBE (LOWER) SpECtFy LENGTH
8" pvc TUBE (UppER) SpECtFy LENGTH
8" FLTGHTtNG (LOWER) SpECtFy LENGTH & TypE OF FLIGHT
8" FLtcHTtNG (UppER) SpECtFy LENGTH & TypE OF FLtcHT
MAINFOLD MOUNT VALVE
8" DRTVE SET (NOT SHOWN) - FOR PLAST|C FLtcHTtNG ONLY
8'' HOSE CLAMP
5/16'' QUICK LINK
8" PLASTTC MODULE (NOT SHOWN) - FOR PLAST|C FLtcHT
8" PLAST|C MODULE W GUSSET (NOT SHOWN)
(TOP/BOTTOM ONLY)

**ALL NUTS & BOLTS SOLD DEPERATELY**



PLASTTC AU9FR FL|GHT|NG

*GRAV|TY BOX AUGER, TRANSPORTAUGER STytE
'I.WHEN ORDERING REPLACEMENT LENGTHS ALWAYS MEASURE

oVERALL LENGTH & DIAMETER (Ttp TO Ttp)

MOTOR COUPLER

,I.FOLDING TRUCK AUGER STVTE
,I.WHEN ORDERING REPTACEMENT LENGTHS, ALWAYS MEASURE OVERALL LENGTHS

& DIAMETER OF BOTTOM SECTTON & TOP SECTTON SEPERATELY (TtP TO Ttp)

MOTOR COUPLFR

,I.CROSS AUGER STYTE
*WHEN ORDERING REPTACEMENT LENGTHS, ALWAYS MEASURE OVERALL LENGTH & DIAMETER
(flP ro flP)

6" l5-5 ' "l DtA. STRAIGI{T BIADE
(#397)PLAsrC MODULE

14.75" LONG)

8" (7-%"I DIA. STRAIGHT BLADE

(#743) PLASTTC MODULE
(7.375" LONG)

s'jJ)rA. cuPPEp BrApE
(#s2s) PLASTTC MODULE
(4" LONG)

7,, DIA. CUPPED BIADE
(#1236) PLASTTC MODULE
(5,75" LONG)

'r5" CUPPED,7" CUPPED & 8" STRATGHT FUGHT|NGS HAVE GUSSETED MODULES

AT THE TOP & BOTTOM. PTEASE SPECIFY WHEN ORDERING IF GUSSETED

MODUTES ARE REqUIRED.'I'

,eh*
/."\

(#4021' 5"& 6" MOTOR COU PLER

(#1317) 7" MOTOR COUPLER

(#1145) 8" MOTOR COUPTER

MALE/FEMALE DRIVE SET

SPECIFY 5" OR 8"

(#607)6" BEARTNG SHAFT

(f1.075) 8" BEARTNG SHAFT

Q":*
rp



CUPPED STEEL

*GRAV|TY BOX AUGER, TRANSPORT AUGER STytE
*WHEN ORDERING REPLACEMENT TENGTHS ALWAYS MEASURE
ovERALL LENGTH & DTAMETER (Ttp TO Ttp)

*FOLDING TRUCK AUGER STYTE
*WHEN ORDERING REPLACEMENT LENGTHS, ALWAYS MEASURE OVERALT LENGTHS

& DTAMETER OF BOTTOM SECTTON & TOp SECTTON SEpERATEty (Ttp TO Ttp)

CUPPED STEET FIIGI{TING
6" (S-s/d'l DTAMETER

8' (7-%"!'DTAMETER

l,BEARING SHAFT

MALE/FEMALE DRIVES

ARE WELDED IN



OPTIONAL VALVES FOR HYDRAULIC AUGERS

Note: These optional valves do not replace the shut-off valve on the auger.

A directional valve fitting can be lnstalled to restrict the auger from running in the reverse dlrectlon. This valve should be

installed on the return llne, between the valve on motor and the tractor. Thread ls %" NPT. RECOMMENDED FOR

AUGERS THAT SHOUID NOT BE RUN IN REVERSE, AS IT MAY CAUSE DAMAGE TO THE FTIGHTING.

An in-line, pressure compensated, nonadJustable flow regulator valve is available for CLOSED CENTER HYDRAULIC

SYSTEMS. ln the controlled dlrection, this regulator will maintain a constant flow rate of 10 GPM. This valve should be

lnstalled on the pressure line, between the tractor and the valve on motor. Thread is %" NPTF (must be reduced toy2"l

RECOMMENDED FOR AUGERS OPERATED 8Y TARGER TRACTORS WITH I.ARGER HYDRAUI.IC OUTPUT.

Augers operate best at 10-12 GPM & 1200-1500 PSl.

Market Farm Equipment Ltd. RR# I Dashwood, Ontario, Canada NOM 1N0

orl wrLLNq[ FLOW

IN THIS DIRECTION

OIL WILL FLOW IN

THIS DIRECNON

DIRECTION OF

E-Mail mfeltd@execulink.com Web-Site www.mar uipment.com



{. 
I M PORTANT OPERATI NG I NSTRUCTIONS{'

1: NEVER LEAVE THE DOWNSPOUT (TELESCOPING OR FIEX)

UNATTENDED WHILE THE AUGER IS RUNNING. IF IT IS NECESSARY TO

LEAVE THE DOWNSPOUT, SHUT AUGER OFF.

2: NEVER HOLD THE DOWNSPOUT (TELEscoPlNG OR FLEX) DOWN TOO

LOW. THE MATERIAL CAN BUILD UP AND PLUG THE DISCHARGE.

PIUGG|NG AND DAMAGE TO FUGHT|NG CAN OCCUR qUtCKLy. TO

AVOID COSTLY DOWNTIME AND REPAIR COSTS ALWAYS BE AWARE OF

HOW FUtL YOUR SEED/FERT|L|ZER HOPPERS ARE GETTTNG WHTLE

FILLING.

3: NEVER EXCEED THE MAXIMUM 15 G.P.M. HYDRAULIC INPUT. MOST

AUGERS REQUIRE 9-12 GPM AT 1200-1500 PSI TO RUN PROPERLY.

4: NEVER RUN AUGER EMPTY FOR LONG PERIODS OF TIME AS THIS WILL

CAUSE WEAR TO THE TUBE & FLIGHTING.

5: OPTIONAL FLOW REGULATOR VALVES (10 GPM MAX.) AND

DIRECTIONAL VALVES ARE AVAILABLE.

5: OPTIONAL ELECTRIC SOLENOID VALVES ARE AVAILABLE WITH CABLE

oR REMOTE SHUT-OFF/ON FEATURES.

PLEASE READ ALt SAFETY I\MPORTANT DECALS ON THE AUGER.

UNDERSTANDING THE AUGERS REQUIREMENTS AND PROPER USE WIIL
ENSURE A LONG AND TROUBTE FREE LIFE FOR THE AUGER.



IMPORTANT
YOUR AUGERS DOWNSPOUT SHOULD NEVER

BE SET DOWN OR LEFT UNATTENDED WHILE
THE AUGER IS RUNNING.

MATERIAL CAN BUILD UP QUICKLY CAUSING

THE DOWNSPOUT AND AUGER TO PLUG. THIS

CAN DAMAGE THE AUGERS FLIGHTING AND
MOTOR.

ALWAYS TURN AUGER OFF BEFORE LEAVING

THE DOWNSPOUT TO ATTEND TO OTHER

MATTERS.
It'
I

I

I

I

f


