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PIVOT STYLE PLASTIC GRAVITY BOX AUGER

MARKET FARM EQUIPMENT LIMITED, R.R.fil DASHWOOD, ONTARIO, CANADA

TEL# 519-238-2301 FAX# 519-238-6044 E-MA|[: natashasreenl hotmail.com

www. marketfarmeq uipment.com

'SERVING THE FARM INDUSTRY SINCE L962"



MARKET FARM EQUIPMENT WARRANTS THEIR MANUFACTURED PRODUCTS TO

BE FREE FROM DEFECTS IN MATERIAT AND WORKMANSHIP FOR A PERIOD OF

ONE (1} YEAR AFTER THE DATE OF PURCHASE TO THE FIRST END USER AND IS
SUBJECT TO THE FOTLOWING CONDITIONS.

I, Damage caused by lmproper use, negllgence, or operation beyond rated
capacity, improper set-up, adjustment, or any unauthorized modificatlons
made by the dealer or customer, shall void this warranty.

2. Notification of damage or warranty clalms must be submltted to Market
Farm Equipment (M.F.E.I wlthln seven (71 days of the date of failure.

3. All defective parts must be made available by the dealer, for inspectlon by
M.F,E. if required, and returned at the dealer's expense.

4. Allwarranty clalms must be approved by M.F.E,

5. The labour and freight requlred to replace defective parts ls not
relmbursable.

6. Exchange, credit or warranty status will be based on the results of the
inspectlon of damaged items by the manufacturer.

7. Credlt wlll be lssued lf and when the warranty clalm is approved and MUIT
NOT be deducted from the account by the dealer.

8. Products andlor parts not manufactured by M.F.E. are subfect to their own
manufacturey's warranty condltions.

WARRANW CONStpqRATtON tS ONr.y VAUD WHEN THE
WARRAN,nLR.EG|STRAT|ON F9RM HAS BEETT BECE|VED By
MARKET FARM EQUIPMENT.
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MARKET FARM EQUIPMENT LIMITED
7t796A BTUEWATER HtcHWAY, ONTAR|O, CANADA, NoM 1N0

Fax : 5 19- 238-6044 E- ma il : mfeltd@execu I I n k.com

Purchaser's warranty protectlon on this equipment is valid only when thls
registration form is completed by the purchaser and returned to Market Farm
Equipment Limited.

Date of purchase:

Type of equipment:

Model number: Serlal number:

PURCHASER,S SIGNATURE INDICATES:

- Acceptance of equipment, fully assembled ( ) unassembled ( I
- Receipt of operator's manual
- Clear understanding of warranty
- Receipt of instructions on special safety equlpment available
- Receipt of lnstructions on safe and proper operating procedures

Name:

PURCHASER:

Signature:

Mailing Address:

Prov./State: Postal/Zip Code:

Telephone number:

Purchased from:

THIS WARRANTV MUST BE VATIDATED BY THE MANUFACTURER
It ls valld only when a copy of the reglstratlon has been recelved by the manufacturer at address shown.



MARKET FARM EQUIPMENT LIMITED
EXPRESS WARRANTY

Market Farm Equipment Limited warrants against defects in
construction and materials for a period of ONE year. We reserve the
right to inspect and decide whether material or construction was
faulty, or whether abuse or accident voida our guarantee.

This warranty does not cover a component which fails, malfunctions
or is damaged as a result of (l) improper modification or repair, (ll)
accident, abuse or improper use, including loading beyond the
specified maximum weights and requirements (lll) improper or
insufficient maintenance, or (lV) normal wear and tear.

THIS WARRANTY IS EXPRESSLY IN LIEU OF ALL OTHER
WARRANTIES OR CONDITIONS, EXPRESS, IMPLIED OR
STATUTORY, INCLUDING ANY IMPLIED WARRANTY OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.

ln no way shall Market Farm Equipment Limited be liable for special,
direct, incidental or consequential damages of any kind, including but
not limited to labour charges.

The exclusive remedy under this warranty shall be repair or
replacement of the defective component at Market Farm Equipment
Limited's option. This is the entire agreement between Market Farm
Equipment Limited and the owner about warranty. No M.F.E. Ltd.
employee or dealer is authorized to make additional warranty on
behalf of Market Farm Equipment Limited.

(Fill in the following for future reference)

Serial number:

Date of purchase

Purchased from



SAFETY INFORMATION

. Before using auger READ and UNDERSTAND SAFETY INSTRUCTIONS,

o After hydraulic lines are connected, run au8er empty to ensure the flighting is rotating in the
proper direction. (if ran backwards, damage may occur)

. Auger should be empty when moving or transporting,
o Hydraulic oil leaking under pressure can cause injury, Make sure all hydraulic connections are

tight. Before disconnecting hydraulic lines, relieve pressure.

o Do not adjust, clean or service auger while it is running.
. Keep all safety shields in place. Replace any safety decals that become lost or damaged.

r Do not operate the auger in a manner that it was not intended for,
o When transporting, always keep auger in its lowest position.

HYDRAULIC SYSTEM OPERATING RESTRICTIONS

MAXIMUM FIOW - 15 G.P.M. MAXIMUM PRESSURE - 1750 P.S.I.

MAXIMUM FLOW AND MAXIMUM PRESSURE condltions MUST NOT occur simultaneously. Damage

will occur and, warranty will be void. Use only %" hydraulic hose when plumblng. A smaller hose wlll
create heat that will burn out the hydraullc motor, and, warranty will be void.

Do not tee lnto hydraullc llft cyllnders on planters or drills.

TIGHTEN LOCK

SECURELYre

KEIP Hlil0s A1t0 Ct0IHtlt0 AtllY
TBllM ]N||UIIIB PARTS

A DANGER *IMP(lRTAI{T*

*USE %"HYIIRAUtlC HOSE WHEN PLUMBll'lG

SMATTER DIAMETER H(ISE MAY ATTECT

PERFORMAIICE OF AUGER AIItl POSSIBLY

CAUSE OAMAGE T() THE M()T()R.

*15 G.PM. MA)(IMUM HYI)RAUTIC II{PUT

T() THIS MOTOR.

*RESTRICTIt'lc THE F[0W 0R PLUGGlllc 0F

AUGER COUTI) RESUTT III DAMAGE T()

FI,IGHTII{G.

*IlO 
I{OT RUI{ AUGER EMPTY F()R tOiIG

PERI(}DS OF TIME AS THIS WIIT CAUSE

WEAR T(} TUBE & FTIGHIII{G.

* IMPORTANT*

BEFORE TRANSPORTING



SET-UP INSTRUCTIONS FOR PIVOT STVLE AUGER

1: Remove graln chute from gravlty box. Measure width between angle iron door supports.

2: Attach cleanout door (#37) to bottom of hopper shell. Attach mountlng wings (#18t &
18R) to hopper shell (#12) so that they will flt between the angle lron door supports. lf holes

provlded do not allow proper flt, more may be drilled. Place hopper assembly in position so

that the rear, top edge of the hopper fits tight to the underside of the door lip and secure

with cfamps. Using the existing holes in the angle iron door supports, drill a 318" in

mounting wings and bolt in place. Adjustable hopper flts most slanted door slde gravlty

boxes wlth a door openlng up to 38y2" wide.

NOTE: lt may be necessary to modlfy the hopper mounting wings to mount on a straight
door side gravity box.

3: locate position for support cable (#3] on top lip of gravity box (Bottom llp of extenslons).

From the center, measure 15"-t6" in both directions. Drill 3/8" holes through top llp of the
gravity box. Attach the support cable uslng (f16) support cable spacer assemblies.

4: Mount winch onto auger making sure that the handle ls away for the gravity box. The

wlnch mount clamp band may have to be reversed depending on the direction of auger

storage. Remove hair pin (#2) from bottom pivot pin assembly (#21!. Make sure that the/r"
flat washer (#1A) and the rubber washer (#1) are on the plvot pln assembly (f211 at bottom
of auger and insert through the outer hole in bottom of the hopper. Secure with hair pin

(#2).

5: lt wlll be necessary to support upper end of auger while attaching winch cable (#61and

safety cable (fB). Mount pulley (#7) with quick link (f391to the pulley mount clamp band

l#241. Run winch cable through pulley and down to the wlnch. Attach cable to the winch

uslng cable keeper. Hold cable securely while tighten onto the spool. The augers weight
should engage the brake on the winch, holding it in place. Attach looped end of safety cable

to the center of the top lip of gravlty box wlth both aYz" &gla" llat washer, Set safety cable

to length so that the auger tube ls not touchlng the top lip of the hopper. Secure with 3116"

cable clamp (#28).

6: Attach Y"" hydraulic hoses to motor (make sure to use Teflon tapef. Secure hoses to
auger using hydraullc llne holders (#17). Do not over tighten. Secure hoses to front leg of
gravlty box wlth llne holder (#17). You will have to drill a 318" hole if one ls not avallable.



rotated to align with the auger. Tighten bolt on cradle. Attach rubber tarp strap (#9) to hole
in transport bracket brace. Crimp s-hook. Secure auger ln cradle with the rubber straps other
end and eyebolt.

8: lnstallvalve handle (#23) and control rope (#13).

9: lnstall flexible downspout (#f4) uslng the hose clamp l#278t'. An optional telescoping

downspout may be used.



When mounting the adjustable hopper on a gravlty box with a straight
door side, you will need the 1/8" x 4" x 6" plates. Using the hole in
angle iron for the chute as a template, drill a7116" hole in plate to
mount.



PIVOT AUGER HOPPER EXTENSION KIT

Mounting wings can be

moved in for door

openings 39" to 60"



6'' PIVOT STYLE AUGER PARTS LIST
REF # PRO CD DESCRPTION

1

1A
2
3
4
5
6
7
8
I
10
12
13
14
16
17

19
20
21

22
23
24
25
26
27
278
28
29
33
39

414
1209
586
936
388
459
923
531

494
600
136
456

102 x 12'
148 x 4'

1574
532
693
395

1 076
537
117
580
919
198
613
1Bl
149
108

4148
193x_

587
525G
525
397

RUBBER WASHER
STEEL WASHER
HAIR PIN

3116" SUPPORT CABLE
WINCH MOUNT CLAMP BAND ASSY WI#27
BRAKE WINCH
3116" X 14'WINCH CABLE C/W PULLEY
2'' PULLEY
3/16'' X 8'SAFETY CABLE
15'' STRAP
6" TRANSPORT BRACKET W BACKER PLATE
ADJUSTABLE/PIVOT HOPPER C/W WINGS AND CLEANOUT
YELLOW CONTROL ROPE X 12'
6'' DOWNSPOUT X 4'
SUPPORT CABLE SPACERS
HYDRAULIC LINE HOLDERS
HOPPER W|NGS/END BRACKETS (SET)
6 CUBIC INCH MANIFOLD MOUNT MOTOR
HYDRAULIC HOSES 1/"" X22'
BOTTOM PIVOT PIN ASSY
MANIFOLD MOUNT VALVE
VALVE HANDLE W HOLES
PULLEY MOUNT CLAMP BAND ASSY WI#27
6" MOTOR MOUNT PLATE
6'' DISCHARGE SPOUT
% PLAIN CLAMP BAND
6'' HOSE CLAMP
3/16" CABLE CLAMP (NOT SHOWN)
RUBBER PROTECTIVE STRIP
6" PVC TUBE (SPEC|DY LENGTH)
1/4 QUICK LINK
5" CUPPED PLASTIC MODULE W GUSSET (TOp & BOTTOM)
5'' CUPPED PLASTIC MODULE
5 5/8" STRAIGHT BLADE PLASTIC MODULE

5 5/8" Cupped Steel flighting (874), 5 5/8" Straight Blade plastlc fllghtlng (153),
5" Gupped plastic flighting (7421- CODES ARE PER FOOT - SPECIFY LENGTH

**ALL NUTS & BOLTS SOLD DEPERATELY**
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8' PIVOT AUGER HOPPER



8'' PIVOT STYLE AUGER PARTS LIST
REF # PRO CD DESCRPTTON

1

1A
2

3
4
5

6
10

10A
12
13
14
16
17
18
19
20
21

22
23
24
25
26
27
278
28
29
33
37

39

414
1209
586

1 169
113
459

1 560
945

1 095
1819

102 x 12

685x4
1067
532

1658
395
1076
1672
117
580
1058
1014
928
522
779
1088
4148

528x_
1126
898B
5878

1236G
1236
743

743e

RUBBER WASHER
STEEL WASHER
HAIR PIN

%'' SUPPORT CABLE
WINCH MOUNT CLAMP BAND ASSY WI #27
BRAKE WINCH

11/+" X 8' SAFETY CABLE
TRANSPORT BRACKET ASSEMBLY WITH BACKER PALTE
RATCHET CA/V STRAP
8" PIVOT HOPPER
YELLOW CONTROL ROPE 12'
8'' DOWNSPOUT X 4' LONG
SUPPORT CABLE SPACERS
HYDRAULIC LINE HOLDER
TURNBUCKLE (HOPPER REQUTRE 2)
6 CUBIC INCH MANIFOLD MOUNT MOTOR
1/2" X22'LONG HYDRAULIC HOSE ASSEMBLY (2)
8'' BOTTOM PIVOT PIN ASSY
MANIFOLD MOUNT VALVE
VALVE HANDLE WITH HOLES
PULLEY MOUNT CLAMP BAND ASSEMBLY WI 27
8" MOTOR MOUNT PLATE
8'' D]SCHARGE SPOUT
% PLAIN CLAMP BAND
B" HOSE CLAMP
1/4" CABLE CLAMP FOR SAFETY CABLE (NOT SHOWN)
RUBBER PROTECTIVE STRIP
8" PVC PLASTTC TUBE (SpECtFy LENGTH)
8" AUGER CLEANOUT W]TH THREADED END CAP
THREADED END CAP ONLY
5/16'' QUICK LINK
7" CUPPED PLAST|C MODULE W GUSSET (TOp & BOTTOM)
7'' CUPPED PLASTIC MODULES
7 1t2" PLASTTC MODULE (STRA|GHT BLADE)
7 112" PLASTTC MODULE (STRA|GHT BLADE)W GUSSET (TOp
& BOTTOM)

8" Cupped Steelflighting (873), 8" Stralght Blade plastic flighting (5271,
7" Cupped plastic flighting (1235) - CODES ARE PER FOOT - SPECIFY LENGTH

**ALL NUTS & BOLTS SOLD DEPERATELY**



8'TRANSPORT BRACKET

SLIDE BRACE OVER UNTIL IT SITS FLUSH ON

THE GRAVITY BOX WALL. DRILT AND BOLT

TO WALL

J

KEEP PLATE AS CLOSE

TO THE CORNER AS

POSSIBLE. DRILL AND

BOLT TO REAR WALL

#10A



MOUNTING INSTRUCTION FOR 8" PIVOT HOPPER

1: Remove grain chute from gravlty box. Measure width between angle iron door supports.

2: Deduct To" from measurement and cut pipe on the hopper (#121to fit, making sure to
keep the centre of the pipe in line with the centre of the hopper.

3: Attach cleanout door (#371to the bottom of the hopper.

4: Slide mounting brackets (11A & 11Bl lnto the pipe on the hopper. Measure again to make

sure that the hopper will fit between the angle iron door supports. Place hopper assembly in
position so that the rear top edge of the hopper fits tight to the underside of the door lip.
Secure wlth vise grips. Using the existing holes in the angle iron, drlll a 318' hole ln the
mounting brackets. Fasten wlth 318'x 1" bolts & lock nuts.

5: Remove bolts from Turn Buckles (#18). Attach to the mounting brackets (11A & 118) & to
the Turn Buckle mounting brackets (#111. Adjust Turn Buckles to deslred hopper helght.
Usually parallel to the ground or lower at the front. Clamp Turn Buckle mounting brackets

and drlll 3/8" holes. Fasten with gl8" x 1" bolts & lock nuts.



OPTIONAL VALVES FOR HYDRAULIC AUGERS

Note: These optlonal valves do not replace the shut-off valve on the auger.

A directional valve flttlng can be lnstalled to restrict the auger from runnlng ln the reverse direction. This valve should be

installed on the return line, between the valve on motor and the tractor. Thread is %" NPT, RECOMMENDED FOR

AUGERS THAT SHOULD NOT BE RUN lN REVERSE, AS tT MAy CAUSE DAMAGE TO THE FUGHT|NG.

An in-line, pressure compensated, nonadJustable flow regulator valve is available for CLOSED CENTER HYDRAULIC

SYSTEMS. ln the controlled dlrection, this regulator will maintain a constant flow rate of 10 GPM. This valve should be

lnstalled on the pressure line, between the tractor and the valve on motor. Thread is %" NPTF (must be reduced tov-a"|

RECOMMENDED FOR AUGERS OPERATED BY TARGER TRACTORS WITH LARGER HYDRAUTIC OUTPUT.

Augers operate best at 10-12 GPM & 1200-1500 PSl.

Market Farm Equlpment Ltd. RR# 1 Dashwood, Ontarlo, Canada NOM 1N0

orL wrLLNq FLOW

IN THIS DIRECflON

OIL WILL FLOW IN

THIS DIRECTION
e.itrr*

DIRECTION OF

E-Mail mfeltd @execulink.com Web-Site www.marketfa uipment.com



TOP DRIVEN AUGERS

o

PRESSURE LINE IN

RETURN LINE OUT

VALVE IN CLOSED

POSITION

RETURN LINE OUT

*'ril

f
t*t SiifJt

G I,I
rj!

PRESSURE LINE IN

DAMAOE TO FLIOHTING

.IO G,P.M. MIIflMUM
I{YONAULIC INPUT TO

Tr"ilS MOTOF

BOTTOM DRIVEN AUGERS & CROSS AUGERS



'T I M PORTANT OPERATI NG I NSTRUCTIONS'T

1: ttf EVEB tEAvE THE DOWNSPOUT (TELESCOPING OR FLEX)

UNATTENDED WHILE THE AUGER IS RUNNING. IF IT IS NECESSARY TO

LEAVE THE DOWNSPOUT, SHUT AUGER OFF.

2: NFVER HOLD THE DOWNSPOUT (TEIESCOPING oR FtEx) DOWN TOO

LOW. THE MATERIAT CAN BUILD UP AND PIUG THE DISCHARGE.

PLUGGING AND DAMAGE TO FLIGHTING CAN OCCUR QUICKIY. TO

AVOID COSTLY DOWNTIME AND REPAIR COSTS ALWAYS BE AWARE OF

HOW FUrL YOUR SEED/FERTTUZER HOPPERS ARE GETTTNG WHTLE

FILLING.

3: NEVER EXCEED THE MAXIMUM 15 G.P.M, HVDRAUIIC INPUT. MOST

AUGERS REqUIRE 9-I2 GPM AT 1200-1500 PSt TO RUN pROpERLy.

4: NEVER RUN AUGER EMPW FOR LONG PERIODS OF TIME AS THIS WILL

CAUSE WEAR TO THE TUBE & FLIGHTING.

5: OPTIONAI FLOW REGULATOR VALVES (10 GPM MAX.) AND

DIRECTIONAL VALVES ARE AVAITABLE.

6: OPTIONAL ETECTRIC SOLENOID VATVES ARE AVAILABLE WITH CABLE

oR REMOTE SHUT-OFF/ON FEATURES.

PLEASE READ ALL SAFEryIMPORTANT DECALS ON THE AUGER.

UNDERSTANDING THE AUGERS REQUIREMENTS AND PROPER USE WILL

ENSURE A IONG AND TROUBTE FREE IIFE FOR THE AUGER.



IMPORTANT
YOUR AUGERS DOWNSPOUT SHOULD NEVER

BE SET DOWN OR LEFT UNATTENDED WHILE

THE AUGER IS RUNNING.

MATERIAL CAN BUILD UP QUICKLY CAUSING

THE DOWNSPOUT AND AUGER TO PLUG. THIS

CAN DAMAGE THE AUGERS FLIGHTING AND
MOTORI

ALWAYS TURN AUGER OFF BEFORE LEAVING

THE DO\I/NSPOUT TO ATTEND TO OTHER

MATTERS.


