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sAF INFORM TION

o Before using auger READ and UNDERSTAND SAFETY tNSTRUCT|ONS,

' After hydraulic lines are connected, run auger empty to ensure the flighting is rotating in the
proper direction, (if ran backwards, damage may occur)

. AuBer should be empty urhen moving or transporting.

. l-iydraulic oil leaking under pressure can cause injury. Make sure all hyclraulic connections are
tight. Before disconnecting hydraulic lines, relieve pressure.

o Do not adjust, clean or service auger while it is running.
e KeeP all safety shields in place. Replace any safety decals that become lost 9r damagecl.
o Do not operate the auger in a manner that it was not intended for.
o When transporting, always keep auger in its lowest position.

HYDRAUI.IC SYSTEM OPERATING RESTRICTIONIS

MAXtfrVttlM F[-OW - tr5 6.p.M. TUAXNMI,,M pRESStlRE - n750 p.5,[.

MAXIMt!M FIOW At\tD IMAXIMUM PRESSI,rRE conditioms M[,15T firlOT occun s[nnufltameorusly. Dannag,e

will occur and warranty will be void" [.lse only %" hydraullc hose when plurmhing" Snnalfler hose wi[il
create heat that will bunm out the hydrau[ic nnotor and warranty w[[0 he vo[d"

Do not tee into hydraullc llft cylindens on plantens or dni0ls.

TIGHTEN LOCK

SECURELY

-

KErp Hmt0s m0 cmlHfi0 AV,AY

rn0it ttt0uH8 PARTS

A DANGER *IMPllRTAilT*

*USE 1,z"HYDflAUtlC H0St WHtil PtUMBlllG.

SMAI.IER llIAMETER H()$T MAY AFFTCT

PERF(IRMAI{CE ()F AUGER AIIll P()$SI8TY

CAU$E IIAMAGE T() IHE M(IT()R.

*15 
G.P.M, MAI(IMUM HYIIRAULIC IIIPUT

T(l THIS M()TOR.

*RESTRICTIIIG THE FI()W ()R PTUGGIIIG OI

AUGER C(}UTll RESUTT IiI DAMAGE T()

FLIGHTIIIG.

*D(} iI(lT RUiI AUGER TMPTY T()R I"()IIG

PERI(}I}$ ()F IIME AS THIS WI[I. CAUSE

WEAR T(l TUBT & FI.IGHTIIIG.

* IMPORTANT*

BEFORE TRANSPORTING



18',S|NGTE AUCER SlEp FrLr MOUNTTNG TNSTRUCTTONS FOR KTNZE 3600 ASD PLANTER

1: Standing at the rear of the planter, locate the 4 curved supports under the catwalk. 2 will be to the left

of the ladder and 2 will be to the right. The sub-frames mount on the lnslde of these sets of supports.

2: There are 2 rlght and 2 left sub-frames. Mount to rear 3" x?" frame wlth 3" U-bolt as shown above and

finger tighten. This will help hold the sub-frame in place while you mark the 2 holes that need to be drilled

in the curved support. Level and mark holes. Remove sub-frame and drllled the 2- 91t6" holes. Mount sub-

frame but do not tlghten. Repeat steps for remaining 3 sub-frames.

3: Mount the 2 - ?" N3" tubes to the sub-frames uslng the 3" U-bolts. level and tighten all bolts on the sub-

frames and then tighten the U-bolts on the 3" tubes.

t-Jil,*I

4: The maln post and swlng arm wlll mount on the left sub-frame. When mounting the swing arm onto the

maln post make sure not to damage the plastlc sleeve inside. The transport bracket wlll mount on the right

as shown above. Both wlll mount approximately in the middle of each sub-frame.

5: Remove lock cap from the bottom of the swlvel tube located on the support channel of the auger. Wlth

asslstance, llft auger and slide swiveltube into swlng arm on the maln post. Secure wlth lock cap.



6: Swlng auter lnto transport position and secure wlth wedge lock tab recelver. (The posltlon of the
transport bracket may have to be adJusted at thls tlmel

7: Attach telescoping downspout and secure handle along with the control rope uslng the chain and snap
cllp. Mount hopper at bottom of auger. Tighten bolts on hopper tlght enough so that the clamp bands wlll
not shift on elther slde of the plastic stop but wlll stlll allow the hopper to rotate.

8: When plumblng hydraulic motor, userA" hoses (not supplled wlth auger!. The motor end of the hydraullc
hose requires a 90 degree swlvel fltting with }l" NPT.

Operatlng lnstructlons:

1: Loosen lock bolts on the swing arm and the transport bracket. Ralse auger out of the transport bracket
and swlng lnto desired flll locatlon.

2; Unhook the telescoplng downspout and control rope. Posltlon downspout over elther seed box and
using the control rope turn on auger. Proper fllllng requires the operator to stay wlth and control the
downspout at all tlmes. leavlng the downspout unattended may cause the auger to plug causlng damage to
the flighting and/or the seed.

3: When replacing euger lnto transport posltlon, secure telescoplng downspout and control rope wlth chaln
and snap clip. Swlng auger lnto transport posltlon placlng the wedge lock tab on auger ln the recelver on

the transport bracket. Secure auger by tlghtening both the lock bolt on the swing arm and the
transport bracket. Fallure to tlghten lock bolts may allow movement of the auger durlng
transport causlng stress on mountlng hardware and possible damage to the auger, as well as

endangering the llves of others.

4: Hopper may be rotated for clean out and to narrow the transport wldth.



TOP DRIVEN AUGERS
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18' SINGLE AUGER SEED FILL KINZE 3600/3660 ASD
DRILL PARTS LIST

REF # PRO CD DESCRPTION
1

2

3

5

6
7
8
9
10
14
15
16
17

19M
20
21

21

22M
23
24
25
26
27
274
278
30
32
33

34CS
34CP

35

1485
1 188
1344
1175
783
1888
1724
956
1887
1524
1524
1191
1849
395

1 603
1 840
117
580

102 x 12
198
613
612
725
149
532
1203

193 x 18

546
549
548
117736

9 %'' UHMW SLEEVE
SWING ARM
POST CAP
LOCK BOLT ASSEMBLY
UHMW WASHER
MAIN POST
3'' U.BOLT
WEDGELOCK RECEIVER
TRANSPORT BRACKET
LOWER SUPPORT CHANNEL
UPPER SUPPORT CHANNEL SOLD AS AN ASSY #14 &#15
SWIVEL POST
3'' FLAT WASHER
6" CUBIC INCH MANIFOLD MOUNT MOTOR
3'' X 3'' STEEL SUB-FRAME BEAM - SOLD AS ASSY WI 21
SUB-FRAMES (2 LEFT AND 2 RtcHT) KTNZE 3660 Wt#20
SUB-FRAMES (2 LEFT AND 2 RtcHT) KTNZE 3600 Wt#20
MANIFOLD MOUNT MOTOR
VALVE HANDLE WITH HOLES
YELLOW CONTROL ROPE
6" MOTOR MOUNT PLATE
6'' DISCHARGE SPOUT
6'' 3-STAGE 5'-10' TELESCOPIC DOWNSPOUT
18" X 6" FLEX PIECE WITH RIVETS & WASHERS
6'' HOSE CLAMP
HYDRAULIC LINE HOLDER
HOPPER STOP
6'' PVC TUBE
CUPPED STEEL FLIGHTING #834 X 18
5'' CUPPED PLASTIC FLIGHTING #742 X 18
6" VERTTCAL AUGER HOPPER ASSEMBLy (lNC, 549/548)
6" VERTTCAL AUGER HOppER CLAMP BAND (NOT SHOWN)
6" VERTTCAL AUGER HOppER SCREEN (NOT SHOWN)
CHAIN WITH SNAP

**ALL NUTS AND BOLTS ARE SOLD SEPARATELY **
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18' SINGLE AUGER SEED-FILL FOR KINZE 3600 ASD
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oPTToNAL VALyES FOR HypRAULtC AUGERS

Note: These optlonal valves do not replace the shut-off valve on the auger.

A directional valve fitting can be installed to restrict the auger from running in the reverse direction. This valve should be

lnstalled on the return line, between the valve on motor and the tractor. Thread is %" NPT. RECOMMENDED FOR

AUGERS THAT SHOUTD NOT BE RUN tN REVERSE, AS tT MAy CAUSE DAMAGE TO THE FUGHT|NG.

An in-line, pressure compensated, nonadjustable flow regulator valve ls avallable for CLOSED CENTER HYDRAULIC

SYSTEMS. ln the controlled direction, this regulator wlll malntain a constant flow rate of 10 GPM. Thls valve should be

lnstalled on the pressure llne, between the tractor and the valve on motor. Thread is %" NPTF (must be reduced to1|.r"l

RECOMMENDED FOR AUGERS OPERATED BY TARGER TRACTORS WITH TARGER HYDRAUTIC OUTPUT.

Augers operate best at 10-12 GPM & 1200-1500 PSt.

Market Farm Equipment Ltd. RRf I Dashwood, Ontario, Canada NOM 1N0

orL wrLLNqT FLOW

IN THIS DIRECTION

OIL WILL FIOW IN

THIS DIRECTION

DIRECTION OF

E-Mail mfeltd@ culink.com Web-Site www.marketfarm equipment.com



* 
I M PORTANT OPERATI NG I NSTRUCTIONS{'

1: NEVER LEAVE THE DOWNSPOUT (TELESCOPING OR FLEX)

UNATTENDED WHILE THE AUGER IS RUNNING. IF IT IS NECESSARY TO

LEAVE THE DOWNSPOUT, SHUT AUGER OFF.

2: NEVER HOLD THE DOWNSPOUT (TELESCOPING OR FLEX) DOWN TOO

LOW. THE MATERIAL CAN BUILD UP AND PLUG THE DISCHARGE.

PLUGGTNG AND DAMAGE TO FLTGHTING CAN OCCUR QU|CKLY. TO

AVOID COSTLY DOWNTIME AND REPAIR COSTS ALWAYS BE AWARE OF

HOW FULt YOUR SEED/FERTTLTZER HOPPERS ARE GETTTNG WHTLE

FILLING.

3: NEVER EXCEED THE MAXIMUM 15 G.P.M. HYDRAUTIC INPUT. MOST

AUGERS REqUIRE 9-12 GPM AT 12OO.15OO PSI TO RUN PROPERLY.

4: NEVFR RUN AUGER EMPTY FOR LONG PERIODS OF TIME AS THIS WILL

CAUSE WEAR TO THE TUBE & FLIGHTING.

5: OPTIONAL FLOW REGULATOR VALVES (10 GPM MAX,) AND

DIRECTIONAL VATVES ARE AVAILABLE.

6: OPTIONAL ELECTRIC SOLENOID VALVES ARE AVAILABLE WITH CABLE

oR REMOTE SHUT-OFF/OIU FEATURES.

PLEASE READ ALL SAFETY/IMPORTANT DECATS ON THE AUGER.

UNDERSTANDING THE AUGERS REQUIREMENTS AND PROPER USE WIIL
ENSURE A LONG AND TROUBLE FREE LIFE FOR THE AUGER.



IMPORTANT
YOUR AUGERS DOWNSPOUT SHOULD NEVER

BE SET DOWN OR LEFT UNATTENDED WHILE

THE AUGER IS RUNNING.

MATERIAL CAN BUILD UP QUICKLY CAUSING

THE DOWNSPOUT AND AUGER TO PLUG. THIS

CAN DAMAGE THE AUGERS FLIGHTING AND
MOTOR.

ALWAYS TURN AUGER OFF BEFORE LEAVING

THE DOWNSPOUT TO ATTEND TO OTHER

MATTERS.



MARKET FARM EqUIPMENT WARRANTS THEIR MANUFACTURED PRODUCTS TO

BE FREE FROM DEFECTS IN MATERIAI. AND WORKMANSHIP FOR A PERIOD OF

oNE (11 YEAR AFTER THE DATE OF PURCHASE TO THE FTRST END USER AND tS

SUBJECT TO THE FOLIOWING CONDITIONS.

1. Damage caused by improper use, negllgence, or operation beyond rated
capacity, lmproper set-up, adjustment, or any unauthorized modlficatlons
made by the dealer or customer, shallvoid this warranty.

2. Notificatlon of damage or warranty clalms must be submitted to Market
Farm Equipment (M.F.E.| wlthin seven (71 days of the date of failure.

3. All defective parts must be made avallable by the dealer, for inspectlon by
M.F.E. if required, and returned at the dealer's expense.

4, Allwarranty clalms must be approved by M.F.E,

5. The labour and freight requlred to replace defective parts ls not
reimbursable.

6. Exchange, credit or warranty status will be based on the results of the
inspectlon of damated items by the manufacturer.

7, Credit will be issued lf and when the warranty clalm is approved and MUST
NOT be deducted from the account by the dealer.

8. Produsts and/or parts not manufactured by M.F.E. are subject to thelr own
manufacturey's warranty condltions.

urrABRANTy CON$f qFRAT|ON rS ONl.y VArrp WHEN THE
WARRANIY REGTSTRATTON F.9-RM HAS BEEN, RFCF|VEp By

MARKET FARM FQUILMENT.



MARKET FARM EQUIPMENT LIMITED
EXPRESS WARRANTY

Market Farm Equipment Limited warrants against defects in
construction and materials for a period of ONE year. We reserve the
right to inspect and decide whether material or construction was
faulty, or whether abuse or accident voids our guarantee.

This warranty does not cover a component which fails, malfunctions
or is damaged as a result of (l) improper modification or repair, (ll)
accident, abuse or improper use, including loading beyond the
specified maximum weights and requirements (lll) improper or
insufficient maintenance, or (lV) normal wear and tear.

THIS WARRANTY IS EXPRESSLY IN LIEU OF ALL OTHER
WARRANTIES OR CONDITIONS, EXPRESS, IMPLIED OR
STATUTORY, INCLUDING ANY IMPLIED WARRANTY OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.

ln no way shall Market Farm Equipment Limited be liable for special,
direct, incidental or consequential damages of any kind, including but
not limited to labour charges.

The exclusive remedy under this warranty shall be repair or
replacement of the defective component at Market Farm Equipment
Limited's option. This is the entire agreement between Market Farm
Equipment Limited and the owner about warranty. NO M.F.E. Ltd.
employee or dealer is authorized to make additional warranty on
behalf of Market Farm Equipment Limited.

(Fill in the following for future reference)

Serial num

Date of purchase

Purchased from:



MARKET FARM EqUIPMENT TIMITED

717964 BLUEWATER H|GHWAY, ONTAR|O, CANADA, NoM 1N0
Fax: 519-238-6044 E-mail: mfeltd@execulink.com

Purchaser's warranty protection on thls equlpment is valid only when this
registration form is completed by the purchaser and returned to Market Farm
Equipment Limited.

Date of purchase:

Type of equipment:

Model number: Serial number:

PURCHASER,S SIG NATURE INDICATES:

Acceptance of equipment, fully assembled ( ) unassembled ( )
Recelpt of operator's manual
Clear understanding of warranty
Receipt of instructions on special safety equlpment avallable
Recelpt of lnstructions on safe and proper operating procedures

Name:

PURCHASER:

Signature

Mailing Address:

Prov./State: PostallZip Code:

Telephone number:

Purchased from:

THIS WARRANTY MUST BE VALIDATED BY THE MANUFACTURER
It ls valld only when a copy of the reglstratlon has been recelved by the manufacturer at address shown.


